Table of Contents


F683-14 Standard Practice for Selection and Application of Thermal Insulation for Piping and Machinery

F704-81(2018)e1 Standard Practice for Selecting Bolting Lengths for Piping System Flanged Joints


F708-92(2018)e1 Standard Practice for Design and Installation of Rigid Pipe Hangers


F721-18 Standard Specification for Gage Piping Assemblies


F782-19 Standard Specification for Doors, Furniture, Marine


F841-19 Standard Specification for Thrusters, Tunnel, Permanently Installed in Marine Vessels


F940-99(2019)e1 Standard Practice for Quality Control Receipt Inspection Procedures for Protective Coatings (Paint), Used in Marine Construction and Shipbuilding


F985-18 Standard Specification for Pilot Platform


F992-17 Standard Specification for Valve Label Plates

F993-17 Standard Specification for Valve Locking Devices


F1003-19 Standard Specification for Searchlights on Motor Lifeboats


F1007-18 Standard Specification for Pipeline Expansion Joints of the Packed Slip Type for Marine Application

F1014-20 Standard Specification for Flashlights on Vessels


F1069-19 Standard Specification for Doors, Watertight, Gastight/Airtight and Weathertight, Individually Dogged, for Marine Use

F1070-19 Standard Specification for Doors, Non-Tight, for Marine Use


F1073-19 Standard Specification for Door Fittings, for Watertight /Gastight /Airtight, Weathertight, and Non-Tight Doors, for Marine Use


F1076-19 Standard Practice for Expanded Welded and Silver Brazed Socket Joints for Pipe and Tube

F1085-19 Standard Specification for Mattress and Box Springs for Use in Berths in Marine Vessels

F1092-19 Standard Specification for Fiberglass (GRP) Pultruded Open-Weather Storm and Guard, Square Railing Systems

F1097-17 Standard Specification for Mortar, Refractory (High-Temperature, Air-Setting)


F1099M-18 Standard Specification for Rat Guards, Ship’s (Metric)


F1122-04(2015)e1 Standard Specification for Quick Disconnect Couplings (6 in. NPS and Smaller)


F1130-99(2020) Standard Practice for Inspecting the Coating System of a Ship


F1142-19 Standard Specification for Manhole Cover Assembly, Bolted, Semi-Flush, Oiltight and Watertight

F1143-19 Standard Specification for Manhole Cover Assembly, Bolted, Raised, Oiltight and Watertight

F1144-19 Standard Specification for Manhole Cover Assembly, Bolted, Semi-Flush, Oiltight and Watertight, Hinged


F1196-19 Standard Specification for Sliding Watertight Door Assemblies

F1197-19 Standard Specification for Sliding Watertight Door Control Systems


F1245-19 Standard Specification for Faucets, Single and Double, Compression and Self-Closing Type, Shipboard


F1312-19 Standard Specification for Brick, Insulating, High Temperature, Fire Clay

F1321-14 Standard Guide for Conducting a Stability Test (Lightweight Survey and Inclining Experiment) to Determine the Light Ship Displacement and Centers of Gravity of a Vessel

F1322-15 Standard Guide for Selection of Shipboard Incinerators


F1386-92(2016)e1 Standard Guide for Construction of Sounding Tube and Striker Plate for Tank Sounding

F1387-19 Standard Specification for Performance of Piping and Tubing Mechanically Attached Fittings


F1508-96(2016)e1 Standard Specification for Angle Style, Pressure Relief Valves for Steam, Gas, and Liquid Services


F1511-18 Standard Specification for Mechanical Seals for Shipboard Pump Applications